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(54) Bezeichnung: VORRICHTUNG ZUM ERFASSEN VON KONTAKTABBRAND IN SCHALTGERATEN 

(57) Abstract: The invention concerns a device for detecting 
wear of switching contacts (Kl.Kl') in an electric switch ap- 
pliance (S), the wear of the contacts being caused at least at 
a pair of switching contacts appliances (K1,K1') which open 
and close in the switching appliance (S). The inventive device 
comprises a lightwave guide (LWL) and a detector (D), a light 
exiting from at least one light source (Q) being capable of be- 
ing injected into the lightwave guide (LWL) and guided by said 
lightwave guide (LWL) up to the detector (D). The lightwave 
guide (LWL) is arranged relative to the pair(s) of switching con- 
tacts (K1,K1'), such that the intensity of the light injected in the 
lightwave guide (LWL), which is measured by the detector, de- 
creases in the switching appliance (S) as the number of wear 
particles of contacts generated by the wear of the contacts in- 
creases. 

(57) Zusammenfassung: Die Erfindung betrifft eine Vorrich- 
tung zum Erfassen von Kontaktabbrand an Schaltkontakten 
(Kl,Kl l ) in einem elektrischen Schaltgerat (S), wobei der 
Kontaktabbrand an zumindest einem sich offhenden und 
schlieBenden Schaltkontaktpaar (Kl, Kl') im Schaltgerat (S) bewirkt wind. Die Vorrichtung weist einen Lichtwellenleiter 
(LWL) und einen Detektor (D) auf, wobei von zumindest einer Lichtquelle (Q) ausgehendes Licht in den Lichtwellenleiter 
(LWL) einkoppelbar und vom Lichtwellenleiter (LWL) zum Detektor (D) fuhrbar ist. Der Lichtwellenleiter (LWL) ist in Bezug 
auf das zumindest eine Schaltkontaktpaar (Kl.Kl*) dabei so angeordnet, dass eine vom Detektor gemessene Intensitat des in 
den Lichtwellenleiter (LWL) eingekoppelten Lichtes mit einer ansteigenden Anzahl von, durch den Kontaktabbrand erzeugter, 
Kontaktabbrandpartikel im elektrischen Schaltgerat (S) abnimmt. 
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